
μCT 50 / μCT 100

μCT 45
μCT 90



Systems   μCT 45       μCT 90              
 
Geometry    Cone-Beam      Cone-Beam 
Peak Energy    30-90 kVp    30-90 kVp 
Focal Spotsize     5/7 μm (@4/8 W)      5/7 μm (@4/8 W)
Filter Changer (3 positions)  optional      optional
Scan Diameter    10-50 mm       10-90 mm    
Max. Scan Length / Height  120 mm        120 mm  
Max. Sample Ø / Height  50/120 mm   90/120 mm  
Automatic Sample Changer  up to 20 holders      up to 16 holders
    with multiple specimens with multiple specimens
    up to 5 cm Ø       up to 9 cm Ø
Resolution (Nominal /10% MTF)   1.25 μm / <5 μm       2.2 μm / <8 μm    
Image Matrix :  from  512 x 512       512 x 512          
  to  8192x8192       8192x8192
Options:    compression/tension and cooling device

          

Computing
HPE Proliant Servers   ML350, DL380              
   
RAM    128 GB to 1.5 TB       
CPU/cores    1 to 2/20 to 40  
Disks    >32 TB RAID 5 or 6       
Optional GPU for reconstruction  hp Z4 with RTX A series GPUs
OS    Microsoft Windows Server 2022 

Specifications  
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μCT 45, 10mm FOV, 3μm, 70 kVp 
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